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MODULE SPEC

设计(DESIGN)

审核(CHECKED)

批准(APPROVED)

Bill
  版本

(Version)

A0

变更记录(Change History) 日期(Date)

Storage temperature
Operating temperature

Backlight LEDs

Interface Types
Color Depth

LCD Driver IC
View Direction
Resolution

LCD Type
3.5"TFT,Transflective

240(RGB)*320

6  O'CLOCK
IL9341V
262K

6 LEDs，20mA,19.2V

-20 ℃~70 ℃

-30 ℃~80 ℃

Operating voltage 2.8V
TP/Lens Without

Surface luminance 150 cd/m2

3wire SPI+RGB18-bit)

单位(Unit)

角度(Angle)

mm

TITLE:

Drawing No.

TST350FPQI-02
  客户承认
(CUSTOMER APPROVAL)

NOTES:

1.GENERAL TOLERANCE:±0.2

2.(  )REFERENCE DIMENSION
3.Important dimension: 

Normally white

Initial release Aron

Connector：AXK6F60347YG
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 View Direction
   6 O'clock

240*(RGB)*320

CONDUCTIVE D.S.T

LED CIRCUIT DIAGRAM

19.2V@20mA

LED_ALED_K

Aron
A1 Correction of glass type 

Label

A2 Correction of Color Depth 262K


