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FFC Connector type: F62240-H1210B or compatible
Foam 0.50=x0. 10 1 ZIF, 40PIN, Pich 0.5mm, bottom contact
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NOTES::

1. GENERAL TOLERANCE: ==0. 2

2. () REFERENCE DIMENSTON.
3. Important dimension: 1 5

17.45

131.4=20.5

A
QK Pt Tape

27. 00

—

component

area
T=1.6 MAX

68. 63 0.5

2. 00

15. 00 _19. 00

O~

<

LCD Type

10.1"TFT, Transmissive

Normally black,IPS

Resolution

1280(RGB)*800

View Direction

All o'clock

LCD driver IC

HX8245 (4) +HX8695 (*2) +HX8861-H
11 (x1)

Coloer depth

16.7M

Interface types

Lvds

Operating voltage

More voltage

With TP/Lens

with CTP(1C:GT928)

Backlight

36 LEDs,360mA(typ),12.8V(ref.)

Surface luminance

800 cd/m?

Operating temperature

-20°C~70°C

Storage temperature

-20°C~80°C

Color chromaticity

[white] x:/y:

FPC+PI=0. 3x0. 03

AN
AN N
AN N
AN

LED CIRCUIT

10. 8V 13. 6V@9%40MA=360MA
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FPC+IC+SUS:MAX 1. 60 conductive

- DA K K I KK .
double side tape

* . XUTH] v ¢ 5 B
FPC+PT=0. 304+0. 03 6 1 LI s 3 FELATT 10 LED+
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VDD 3.
AVDD 3
VGH 21.
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CTP specifications: VGL

1. COVER GLASS+SENSOR GLASS+FPC VCOM 3.2 3.4 3.6
COVER GLASS:1. Imm 3.50+0. 1
SENSOR GLASS:0. 7mm ~__ 05001
[C:GT928 R s PIN NO  DINFINATION
Resolution: 1280 (RGB) *800 ¥ 8. :238;8. 8§ GND

2. Voltage:2. 8-3. 3V A T RST

3. Transmittance: =86% 1 6 TNT
4. Surface hardness:6H(750gf) v UL SCL (3. 3V)

5. Tem. op:—20°C +70°C, <<85%RH o SDA (3. 3V)
6. Tem. st:—30°C +80°C, <<90%RH DETAIL”A” VD (3 3V)
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